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1. Installation Overview

»  Upstream Port Limitation Description:

(1) Type-C Host must Not support Alternate Mode
(2) Or Billboard Enable when Type-C Host support Alternate Mo
(3) Or with VLI VL160 Type-C(female) to Type-A(male)
(4) Or with VLI VL222 Type-C(female) to Type-A(male)

>

Choose when to be notified about changes to your computer

User Account Control helps prevent potentially harmful programs from making changes to your computer,
Tell me more about User Account Control settings

Always notify

Never notify me when:

® Programs try to install software or make changes to
I my computer

® [make changes to Windows settings

@ Not recommended. Choose this only if you need to

use programs that are not certified for Windows 7
@ because they do not support User Account Control.

Never notify

[ &ok ][ cancel
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(2) Run VL100MPTool_Setup.exe
Stepl : Click “Next” for the next step El‘_é
1) setup - VL100MPTool = )

Welcome to the VL100MPTool
Setup Wizard

This will install VL 100MPTool 0.0.0.9 on your computer.

Itis recommended that you dlose all other applications before
continuing.

Click Next to continue, or Cancel to exit Setup.

| Next = ] [ Cancel

'oi Folder and click “Next”

Select Destination Location
Where should VL 100MPTool be installed?

Step2 : Specify the
{i5) Setup - VL100MPTool

| Setup will install VL 100MPTool into the following folder.

To continue, dick Next. If you would like to select a different folder, dick Browse.

Browse...

At least 4.3 MB of free disk space is required.

< Back ][ Next > ] [ Cancel
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Step3 : Specify the Start Menu Shortcut Location and click “Next”
J Setup - VL100MPTc

Select Start Menu Folder
Where should Setup place the program's shortcuts?

= I Setup will create the program's shortcuts in the following Start Menu folder.

To continue, dick Next. If you would like to select a different folder, dick Browse.

100MPTool l Browse...

[<Bad< ][Next>][Cancel]

Step4 : (Optional) Selec

itional Shortcut Icons to be created and click “Next”
J Setup - VL100MPT:

Select Additional Tasks
Which additional tasks should be performed?

Select the additional tasks you would like Setup to perform while installing
VL100MPTool, then dick Next.

Additional icons:
Create a desktop icon

[<Bad< ][Next>][Cancel]
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Step5 : Confirm Installation Options and click “Install”
15/ Setup - VL100MPTool

Ready to Install
Setup is now ready to begin installing VL 100MPTool on your computer.

Click Install to continue with the installation, or dick Back if you want to review or
change any settings.

Destination location:
C:\Program Files (x86)\VL 100MPTool

Start Menu folder:
VL 100MPTool

Additional tasks:
Additional icons:
Create a desktop icon

[ < Back “ Install ] [ Cancel

Step6 : Installation Com Click “Finish” to exit.

{45} Setup - VL100MPTool

Completing the VL100MPTool
Setup Wizard

Setup has finished installing VL 100MPTool on your computer.
The application may be launched by selecting the installed
icons.

Click Finish to exit Setup.

| Finish
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2. Use VL100 MPTool

2.1. VL100 MPTool Main Window
(1) Currently available functions: “Setting”, “Enumerate”, “Detail View”, “Auto

% VL100 MPTool V0.0.08
| Function View Help

RO00Q

Setting  Enumerate Detail View AutoRun  Run Stop

Device1
[ Disable
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(2) The icon shows that a device has been plug in.
7% VL100 MPTool V0.0.0.8

Function View Help

RO00Q

Setting  Enumerate Detail View AutoRun  Run Stop

Device1
[ Disable
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2.1.1. Setting — Basic Setting

Basic Setting includes “Test Procedure Filter” and “FW File Indicate”.

(1) Test Procedure Filter: Flash type Default is MXIC 25L 512E.

(2) FW File Indicate: Provide firmware version information, and specif
to backup currently used firmware. (Save Setting = OK) <

Setting

VL100MPtool User Guide

re file. Click “Backup FW”

Basic Setting

150 File Path

Test Procedure Filter

Mass Storage Setting
InquiryVID: Default
InquiryPID Default

0123456 789ABCDEF

FW File Indicate

Current Firmware version: NJA Bin file firmware version: N/A

[ ] [Bedunrw |

Log file Indicate
Open File
USB Descriptor Setting
Product String: VLI Product String
Manufacture String: | VLI manufacture String
YID 0x2109 PID: | 0x0100
SN Option

Enable Custom Define SN Generator

aber(Hex): | 000000123100

DecimalSN:

enath 12 oK

Others

Load l[ SaveAs H OK H Cancel

2.1.2. Enumerat

Re-detect th

ave been inserted.

2.1.3. Detail View

Show the device information: “VID/PID” and “Firmware Version”.

Function View Help

ROO0Q

Setting  Enumerate Detail View Auto Run  Run Stop
Devicelist Disk VID/PID iProduct Capacity Inquiry SerialNur
@ [Device 01]: N/A 2109 /0100 0MB
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2.1.4. Auto Run and Auto Stop

VL100MPTool will update FW when click “Auto Run” or “Devicel Icon”; Otherwise FW update will be

stopped when click “Run Stop”.
A. Firmware Update Success

Function View Help

ROO00Q

Setting  Enumerate Detail View AutoRun  Run Stop

Device1
[ Disable

B. Firmware Update Fail

Ro0009

Setting  Enumerat te Detail View AutoRun  Run Stop

Device1
[ Disable
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2.2. View
Show “Toolbar”, “Status Bar” and “DeviceNumber” (only select one device)

Function [View] Help

v Toolbar o
v Status Bar \
Setting DeviceNumber PV 1 p
4 | S—
8
16
32 '
2.3. Help I
VLI VL100MPTool information will be shown in £
About VL100 MPTool S
o VL 100MPTool Version: 0. 0. 0. 8 4

Libusb-win32, Version 1.2.6.0
Copyright (C) VLI 2015
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3. Uninstall
(1) Click “unins000”, and then pop a dialog for uninstall.

@ Q ‘ |, « Local Disk (C:) » Program Files (x86) » VL100MPTool v Search VLIOOMPTool yol
Organize v Open New folder = v [ 0
A -,
7 Favorites P B B
P Desktop [V BN 3 A DY
& Downloads .(,(.‘ \ S 0 .l,(”‘ \ $
"l Recent Places < S . 2\ ~ .,
e o e
- DefaultCIS unins000.dat VL100MPTool VL100MPTool
- Libraries A
5] Documents VL100MPTool Uninstall o)
J\ Music
[e=| Pictures
B Videos @ :;ec zxjps;:: :t‘;l?j want to completely remove VL100MPTool and all of
1% Computer

& Local Disk (C:)
a OSBACKUP (D)

e Removable Disk (E:) 2

Application Size: 703 KB

ﬁ unins000  Date modified: 7/30/2015 5:04 AM Date created: 7/30/2015 5:04 AM

(2) VL100MPTool has been ﬁs y uninstalled.
VL100MPTool Uninstall | S|

@ VL100MPTool was successfully removed from your computer.
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